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ImagePerfect™ Blackboard Film is an embossed, calendered PVC that is suitable for use with chalk. It has been specially designed for use in 
transforming surfaces into blackboards and for recovering existing blackboards. This product is resistant to most mineral oils, fats and fuels, 
aliphatic solvents, mild acids, salt and alkaline solutions. The adhesive has a low initial bond to enable repositionability but builds to form a 
permanent, waterproof adhesion to most substrates. It can be cleaned with any blackboard wiper. 

Specifications 
Description Monomeric, calendered PVC 

Colour Black, matt embossed 

Face film thickness 180µ  

Weight N/A 

Adhesive Solvent acrylic, permanent 

Adhesive strength 20N / 25mm (Finat TM 1/24h) 

Release paper PE-coated silicone paper, 140g / m² 

Temperature range -30°C to +90°C 

Durability (unprinted) External: up to 3 years      Internal: up to 5 years 

Flame retardancy B1 

Shelf life 2 years, 20°C / 50% humidity 

Recommendation For optimum quality, please ensure that the media feed adjustment has been completed for this material   
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IP 5903 

ImagePerfect™ Blackboard Film is a calendered PVC with a waterproof, permanent, acrylic adhesive. This product has been 
specially designed for use in transforming surfaces into blackboards and for recovering existing blackboards. 

IP 5903 Blackboard Film 


